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INTERLOCKING CONDUIT SPACERS MUST BE
PROVIDED FOR ALL REINFORCED CONCRETE
DUCTBANKS,. THE INTERLOQCKING SPACERS
MUST BE AS MANUFACTURED BY UNDERGROUND
DEVICES, INC. OR APPROVED EQUAL. SPACERS
MUST BE INSTALLED AT 5'-0" (MINIMUM)
INTERVALS.
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NOTES

SEE DRAWINGS EI-100 AND EI-101 FOR
ELECTRICAL SYMBOLS AND ABBREVIATIONS.

2. PROVIDE MINIMUM CLEARANCE SHOWN FROM TOP
OF DUCTBANK TO FINISHED GRADE FOR ALL
DUCTBANKS, REGARDLESS OF SIZE, CONTRACTOR
MUST INSTALL DUCTBANKS SUCH THAT THEY
WILL CLEAR ALL - UNDERGROUND OBSTACLES.

3. TRENCH MUST HAVE MINIMUM WIDTH SHOWN FOR
ALL DUCTBANKS DETAILED ON THIS DRAWING,
THE CONTRACTOR MUST INCREASE TRENCH WIDTH
FOR ADDITIONAL CONDUITS, AS DIRECTED BY
THE COMMISSIONER, AT NO ADDITIONAL COST.

4, NOT ALL DUCTBANK CONFIGURATIONS ARE
SHOWN, ALL DUCTBANKS INSTALLED UNDER THIS
CONTRACT WILL CONFORM TO THE TYPICAL
SPACINGS SHOWN ON THIS DRAWING.
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DUCTBANK CONFIGURATIONS

REQUIRE SIMILAR TRENCH
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SQ. INCHES BARS
LESS THAN 450 #4 #3 AT 12" SPACING
451 TO 650 #5 #3 AT 12" SPACING
GREATER THAN 651 *6 ®3 AT 12" SPACING
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